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NOTICE OF MEETING
CITY COUNCIL AGENDA
MONDAY, October 26, 2009
Worksession @ 4:00 PM, City Council Conference Room
Regular Meeting @ 5:30, City Council Chambers
504 N. Queen Street
PALESTINE, TEXAS

The City Council may meet in Closed Session regarding any item on this agenda if necessary, as permitted by
Subchapter D of Chapter 551 of the Texas Government Code.

WORKSESSION - 4:00

Discussion Only Items:

1)

Discuss Revisions to Development Code regarding Off-Street Parking and Driveway Standards

Regular Agenda Items:

1))
2)
3)
4)

5)
6)

7)

8)

Discuss Approval of an Agreement between Capgemini Energy LP and Palestine Economic
Development Corporation

Discuss an Ordinance Prohibiting Smoking in Public Places and in Places of Employment
Discuss an Ordinance Regarding a Zoning Change from RE Residential Estate to C-4 Highway
Commercial District and R-1 Single Family Detached Low Density District on Properties Located
on US Highway 287 South, Renner Road and County Road 145

Discuss Approval of Estimated Proposals for Removal, Demolition, and Disposal of 712 West Oak
Street

Discuss Approval of Purchase of New Fire Engine

Discuss an Ordinance Adopting Extended Hours for the Sale of Mixed Beverages within the City
of Palestine

Discuss a Resolution Expressing Intent to Finance Expenditures to be Incurred in Connection with
the Acquisition of the Palestine Mall

Discuss an Ordinance Approving Budget Amendments for Fiscal Year 2009-10

REGULAR MEETING - 5:30

A. CALL TO ORDER

B. INVOCATION and PLEDGE OF ALLEGIANCE

Invocation followed by Pledge of Allegiance

C. PUBLIC COMMENTS, PUBLIC RECOGNITION AND ANNOUNCEMENTS

D. PUBLIC HEARINGS

1)

Public Hearing on a Zoning Change from RE Residential Estate to C-4 Highway Commercial
District and R-1 Single Family Detached Low Density District on Properties Located on US
Highway 287 South, Renner Road and County Road 145

E. MAYOR’S REPORT

1)

Report of Monthly Activities



F. CITY MANAGER’S REPORT

1)

2)

Departmental Reports
a) Public Works
Report of City Attorney Fees

G. CONSENT AGENDA

1)
2)

Consider an Ordinance Establishing an Identity Theft Prevention Program
Consider Confirmation of Wendy Ellis as Economic Development Director

H. REGULAR AGENDA

1)
2)
3)
4)

5)
6)

7)

8)

Consider Approval of an Agreement between Capgemini Energy LP and Palestine Economic
Development Corporation

Consider an Ordinance Prohibiting Smoking in Public Places and in Places of Employment
Consider an Ordinance Regarding a Zoning Change from RE Residential Estate to C-4 Highway
Commercial District and R-1 Single Family Detached Low Density District on Properties Located
on US Highway 287 South, Renner Road and County Road 145

Consider Approval of Estimated Proposals for Removal, Demolition, and Disposal of 712 West Oak
Street

Consider Approval of Purchase of New Fire Engine

Consider an Ordinance Adopting Extended Hours for the Sale of Mixed Beverages within the City
of Palestine

Consider a Resolution Expressing Intent to Finance Expenditures to be Incurred in Connection with
the Acquisition of the Palestine Mall

Consider an Ordinance Approving Budget Amendments for Fiscal Year 2009-10

L ITEMS FROM COUNCIL

1)

Upcoming Activities and Report on Attendance at Texas State Railroad

Council will go into Closed Session pursuant to Section 551.072 regarding real estate.

J. CLOSED SESSION

a)

Acquisition of Real Estate

K. RECONVENE IN REGULAR SESSION

a)

Take any action necessary regarding Acquisition of Real Estate

L. ADJOURNMENT

CERTIFICATION

I, the undersigned authority, do hereby certify that this Notice of Meeting was posted on the outdoor bulletin board at the main
entrance to City Hall, 504 N. Queen Street, Palestine, Texas, on the following date and time:

October 23,2009 at A1 .00 AL o fie VAo Y

In compliance with the Americans with Disabilities Act,

J,%I:/ELLE WILLIAMS, CITY SECRETARY
e City of Palestine will provide for reasonable

accommodations for persons attending City Council meetings. Requests for accommodations or interpretive services
must be made 48 hours prior to the meetings. Please contact the City Secretary’s office for further information at 903-

731-8414.



EXHIBIT B

ARTICLE XI. OFF-STREET PARKING AND DRIVEWAY STANDARDS

Sec. 40-281. Off-street parking.

(@)  Minimum number of parking spaces. The developer shall provide off-street
parking spaces in accordance with the standards in this article and Table
40-13 when a building or structure is erected or an existing building
enlarged, or an old structure or foundation is converted to a new use;
provided, however, that developers of properties located within the central
business district as defined by the city’s zoning regulations shall not be
required to provide off-street parking spaces.

(b)  Designation of spaces. The following rules shall be applied in computing
the number of off-street parking spaces required:

(1)  Fractional spaces shall be rounded to the next higher whole space.

(2) Buildings or structures containing mixed uses shall provide off-
street parking spaces equal to the sum of the various uses
computed separately.

(3)  The required off-street parking spaces shall be located on the same
lot as the building or use served, except as follows:

a. When an increase in the number of off-street parking spaces
is required by a change or enlargement of use, or where off-
street parking spaces are provided collectively or used jointly
by two or more buildings or establishments, the required off-
street parking spaces may be located at a distance not to
exceed 300 feet from an institutional building served or 500
feet from any other nonresidential building served; provided,
however, that a written agreement thereto is properly
executed and filed as provided in this subsection.

b. When the required off-street parking spaces are not located
on the same lot with the building or use served or when the
required off-street parking spaces are provided collectively
or used jointly by two or more establishments, a written
agreement which ensures the retention of such spaces for
this purpose shall be drawn and executed by the parties
concerned, approved as to form by the city attorney, and
filed for record in the office of the county clerk. A copy of the
recorded agreement shall be filed with the application for a
building permit or certificate of compliance if a change in use

is involved.
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(c)  Parking lots.

(1
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Not more than 50 percent of the off-street parking spaces
required for theaters, bowling alleys, dancehalls, nightclubs,
restaurants or similar uses may be provided and used jointly
by uses not normally open, used or operated during the
same hours as those listed.

Not more than 80 percent of the off-street parking spaces
required for a church, school auditorium or similar use may
be provided and used jointly by uses not normally open,
used or operated during the same hours as those listed.

All parking lots, aisles and spaces required shall conform to
the standards in this article (see Figure 40-12 for a typical
parking lot layout).

The above parking requirements shall not prohibit the
enlargement of a building or structure, provided that excess
spaces exist and such enlargement does not create a
deficiency in the total number of off-street parking spaces.

Any proposed land use, whether commercial, industrial or
residential, not specifically designated in Table 40-13, which
by its nature generates or attracts vehicular activity or traffic,
must provide sufficient parking spaces on or near the site to
accommodate the vehicular load for residents, customers,
clients, suppliers, etc., which would normally be associated
with the proposed land use, to the satisfaction and approval
of the city.

No paring space, carport or automobile storage space shall
be used for the storage of any commercial truck, truck trailer,
vans (except for panel vans), and pickup trucks (not
exceeding one ton capacity) in the following zoning districts:
R-1, R-2, R-3, R-4, R-5, MF-1, MF-2, MF-3, MH-1, RPO and
C-1.

Motor homes, travel trailers or other recreational vehicles
shall not park in a public street.

All parking lots, parking spaces, maneuvering aisles, loading areas
and driveways with light truck traffic shall be paved according to the
following minimum standards:

Concrete: six inches thick, 3,000 psi and reinforced with #3
bars at 18 inches center-to-center, on &’ compacted
subgrade each way.

10/22/2009, 7
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Asphalt: two inches thick asphaltic concrete on an &
compacted base of 95 percent density_standard proctor on
compacted & subgrade 85 percent density standard proctor.
Parking lots with heavy fuck-iraffic or-excessive siopes shall
be six inches thick asphallic concrete on 8 compacted
subgrade 95 percent density standard proctor.

Permeable Pavement. The developer may, as an
alternative, construct parking facilities using pervious or
porous pavements using the following standards:

1. Porous asphalt pavement as specified under the National
Asphalt Pavement association (NAPA) specification
outlined in Design, Construction, and Maintenance Guide
for Porous Asphalt Pavements, Information Series 131
(2003) and Design, Construction, and Maintenance of
Open-Graded Friction Courses, Information Series 115
(2002). Alternative specifications may be approved by
the city on an individual design basis that equal or
exceed the above standards.

2. Pervious concrete pavement as specified by the National
Ready Mixed Concrete Association (NRMCA 2004Db).
Alternative specifications may be approved by the city on
an individual design basis that equal or exceed the above
standards.

Concrete Pavers:  Concrete pavers used for parking lots®

temporary parking lot is to be used, the length of time to be
no greater than 24 months from the date of the agreement,

compacted flex base (95% Standard Procter) on 6" of
____compacted subgrade (95% Standard Procter). Temporary
parking lots shall be constructed in such a way as to insure

shall be specifically designed for paving purposes and shall
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meet American Society for Testing and Materials (ASTM)C .-

936. The pavers shall be placed on a 6" compacted
subarade 95 nercent standard procior and shall be installed

ner the manufacturer's specifications.

temporary parking lots to meet unexpected or short term
needs. Where such temporary parking lots are constructed,

the developer shall complete a signed agreement, approved

by the city attorney, specifying the time period in which the

and provide acceptable surety that the temporary parking lot

~shall either be constructed to meet one of the above

permanent standards or completely removed from the site

within 60 days of the termination of the agreement.

Temporary parking lots shall consist of 8 inches of

10/22/2008,
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that no significant dust, dirt of other particulate material

____blows oris carried in any other manner off site.

| Deleted: (2) Parking lots with heavy
¢ truck traffic shall be paved according

{ to the following minimum standards:q |
i (a) Concrete: six inches thick, 3,000
psi and reinforced with #3 bars at 18
inches, center to center, each way;§
- (b) Asphalt: six inches thick

i

TYPICAL PARKING LOT LAYOUT

Figure 40-12
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(3

(4)

(3)

(6)

(7)

(8)

(9)

(10)
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Location, size and number of handicapped parking spaces shall
conform to the latest building codes, state and federal laws.

If a development requires ten or more parking spaces, up to ten
percent of those spaces may be designed for compact cars.
Effective stall dimension shall be a minimum of 7.5 feet by 15 feet,
and each space shall be signed "COMPACT CARS ONLY."

All other parking spaces and lots shall meet the standards provided
in Figure 40-13.

All parking spaces shall be clearly delineated and designated by
means of painted stripes, wheel stops, signs or other approved
methods. Vehicle wheel stops shall be provided to prevent any part
of a vehicle from overhanging on to the right-of-way of any public
right-of-way or alley.

Parking lots and loading areas shall be designed to allow all vehicle
maneuvers such as backing, parking and turning the vehicle, to
take place on the lot.

Parking lots shall not be located closer than ten feet to a front lot
line, ten feet to a side lot line or ten feet to a rear lot line.

The developer shall landscape parking lots according to the
standards contained in section 40-308(b).

Where more than one parking lot is required to satisfy the
standards of this article, a landscape area of at least ten feet in
width shall separate parking lots; provided, however, that sufficient
aisle connections shall be provided to ensure adequate traffic flow.

Parking lot lighting. Parking lot lighting shall be arranged to avoid a
spillover outside property lines. Parking lots lights shall have a
maximum height of 25 feet and be glare shielded. Lights mounted
on a building shall not extend above the building roof line. Lighting
for ground-mounted signs shall be affixed to the signs. All parking
lot lighting shall be directed downward so as not to intrude on
adjacent properties.

1002202008, ¢
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Table 40-13: OFF-STREET PARKING STANDARDS

L.and Use Category

Off-Street Parking
Standard

Special
Provisions

‘Auditorium, theaters,
istadiums, assembly halls,
community centers, union
halls, etc.

Gasoline Service Station
Gasoline Service Station:
Self Service

1 space per 4 permanently fixed
seats

1 space per every four persons of legal
capcity if permanently fixed seats are not
used

2 spaces per service stall
4 storage spaces per gasoline
pumping island

Hospitals

cleaning establishments

1 space per patient bed

| aundromats /self service dry 1 space per 2 washing and/or

dry cleaning machines

2 spaces for employees
1 space per 3 employees

1 space per 2 employees

Medical/Dental offices

1 space per 400 square feet of
floor area excluding restrooms,
storage or other unoccupied
space

Medical Clinics

1 space per 300 square feet of
floor area excluding restrooms,
storage or other unoccupied
space

1 space per employee on shift; attached
uses shall be calculated independently

Mortuaries & Funeral Homes

1 space per 50 square feet of
floor area in the slumber room,
parlors, or individual funeral
service rooms

Motels, hotels, motor lodges,
tourist homes, and rooming
or boarding houses

1 space per sleeping room

1 space per 2 employees; attached uses
'shall be calculated independently

Motor Vehicle sale and
Service Establishments

2 spaces per vehicular service
stall

Offices (professional) and
financial institutions

1 space per 300 square feet of
gross floor area

number of parking spaces based on 5% of
the total outdoor vehicular display area

Orphanages and similar
institutions

1 space per 5 beds

Retail Stores

1 space per 300 square feet of
gross floor area

1 space per employee on shit

1 space per 3 employees plus an additional

Retail Sales (other than
above) Furniture stores,
‘household and family
'services, contractor shops
‘and yards, personal service
‘establihments

1 space per 800 square feet of
gross floor area

1 space per 2 empioyees in the largest
shift

‘Supermarket, convenience
stores or self-service food
'store (over 2,500 sq ft
leasible area)

1 space per 150 square feet of
gross floor area

Transportation terminal
facilites (airports, railroad
istations, bus stations, and
truck terminals

1 space per 100 square feet of
public waiting room floor area

1 space per 2 employees on the larges
work shift plus sufficient space to park,
store, load or unload all commercial work
vehicles incidental to the facility

Vehicle washing facilities:
Full Service; automated

10 storage spaces per conveyor
belt system provided from the
end of the service pumps to the
beginning of each conveyor belt
system

1 space per 4 employees on the largest
work shift

| Page 6 of 19
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L.and Use Category

Off-Street Parking
Standard

Special
Provisions

Vehicle washing facilities:
Self -Service

4 storage spaces per washing
stall to be provided in the
approach lane

Warehousing, manufacturing
and industrial uses with retail
on premises

1 space per 300 square feet of
gross floor area devoted to retail
sales or service

1 space per 2 employees in the largest
work shift

Warehousing, manufacturing
and industrial uses,
wholesale only

1 space per 3 employees in the
larges work shift

Schools (public and private)

1 space per 3 students

1 space per faculty member or school

Shopping Center with the
major tenant being a
convenience grocery store

7.5 spaces per 1,000 square
feet of gross leasable floor area

Shopping center with the
major tenant being a
supermarket

Shopping Center with the
major tenant being a variety
sstore or junior department
store

7 spaces per 1,000 quare feet of
gross leasable floor area

85 parking spaces per 1,000
square feet of gross leasable
floor area

Shopping Center with the
major tenant being a discount
store for full service
department store

6 spaces per 1,000 square feet
of gross leasable floor area

Barber & Beauty Shops

1 space per chair

Bowling Alleys

5 spaces per bowling lane

Child Care Centers

5 spaces

rrequired

Gircuilar drive for loading and Unicading

Churches

1 space per four fixed seats in
largest assembly area

1 space per every 4 persons of legal
capcity in the largest assembly area if no
fixed seats

Amusement and recreation

1 parking space per 4 seats

Convalescent Homes

1 space per 2 patient beds

Drive-In Banks

8 storage spaces per teller
window in the approach lane to
each teller window or in a
common reservoir storage area

1 space per 3 employees separate from
‘any reservoir or storage lane parking

Drive-in cleaners and other
'similar drive-in facilities

3 storage spaces for every drive-
in service window to be provided
in the approach lane to each
service window or in a common
reservoir storage area

1 parking space per 3 employees separate
from any reservoir or storage lane parking

Restaurants, cafeterias,
taverns, bars or food and
drinking establishments

1 space per 3 seats

spaces

Fast Food Services: Self
service

1 space per 200 square feet of
gross floor area; minimum 5

largest shift

Fast Food Services: Curb
service

Fast Food Services: Window
iservice

1 space per 3 seats

5 storage spaces per service
window or a common reservoir
storage area

'spaces for employees
1 space per 3 employees

Fast Food Services: Drive-
ins

5 storage spaces per service
window or a common reservoir
storage area

work shift

1 space per 3 emplyees; minimum5

1 parking space per employee onthe

1 space per 3 employees; minimum of 5

1 space per 3 employees in the largest

| Page7of19
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Land Use Category Off-Street Parking Special
Standard Provisions

Single Family dwellings 2 spaces per dwelling unit The driveway may be counted for the
required spaces

Multifamily Structures:
1 bedroom and Efficiency 1.5 spaces per dwelling unit For multi-family structures with 10 or more

2 bedrooms 2 spaces per dwelling unit units, guest parking spaces will be

3 or more bedrooms 2 spaces per dwelling unit calculated by multiplying the total number
of required tenant spaces by 0.05

CBD Muliple Family 1 space per dwelling unit

Dwellings )

Mobile homes 2 spaces per dwelling unit Plus 1 space for each 3 bedrooms

Public Housing for elderly 1 space per 4 dwelling units
Public/Rent Subsidy Housing 2 spaces per dwilling unit

{ Deleted: 08/20/2009
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PARKING £OT DIMENSIONS
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(d)y  Off-street loading requirements.

(1)  Any use that receives or distributes materials or merchandise by
vehicle shall provide off-street loading space in accordance with the
requirements detailed in this subsection.

a. industrial uses shall provide one loading space for each
10,000 square feet of floor area.

b. Business uses shall provide one loading space for each
15,000 square feet of floor area.

(2)  The following rules shall be applied in computing the number of off-
street loading spaces required:

a. Floor area shall mean the gross floor area of the use.
b. Fractional spaces shall be rounded to the next higher whole
space.

(3)  The required off-street loading spaces shall be located on the same
lot as the building or use served.

(4) A loading space shall contain a minimum of 420 square feet and
shall be approximately 12 feet in width and 35 feet in depth.

(5) Loading spaces shall be designed so that all truck maneuvers,
loading and unloading shall take place on the lot.

Sec. 40-283. Driveway design standards.

The developer shail design, construct, upgrade, reconstruct or repair
driveway approaches (also referred to as driveways or curb cuts) for access to
lots according to the standards of this section. Driveways shall be permitted only
upon streets where full street improvements exist and are maintained as a public
street; provided, however, that low volume (residential) driveways may be
permitted on public alleys or other accepted public access facilities in existence
prior to the adoption of this chapter. Prior to construction of a driveway, the
developer shall obtain a driveway permit from the city.

(1) Location and construction of low volume (residential) driveways.

a. The developer shall locate low volume driveways entirely
within the frontage of a lot and not less than one foot from
any side property line as extended perpendicularly to
intersect with the curb line.

b. The developer shall construct driveways so as not to
interfere with pedestrian crosswalks.

, 1 Deleted: 08/20/2009
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c. The developer shall construct driveways a minimum of three
feet from any obstruction such as a street light or utility pole,
fire hydrant, traffic signal controller, telephone junction box,

etc.

d. The developer shall construct low volume driveways to
conform to the criteria shown in Figure 40-14.

e. The developer shall design driveways with curb return radii
according to the classification of the street as provided in
Table 40-13.

Location and construction of high volume driveway approaches.
The location of high volume driveway approaches is based on a
number of factors, including the location of individual property lines
and available street frontage, requirements of internal site design,
number of vehicles to be accommodated and traffic safety. As a
general rule, the farther from an intersection a driveway can be
located, the less it will affect through traffic and the less delay it will
cause to vehicles using the driveway.

a. The developer shall locate high volume driveway
approaches entirely within the frontage of the lot and not less
than ten feet, not including curb return radii, from any side
property line; provided, however, that joint driveway
approaches may be permitted where a permanent joint
access is provided by the respective property owners either
through platting or a mutual access easement.

b. The developer shall consider the location of other driveways
on the opposite side of the street when locating a proposed
driveway. Where possible, driveways on both sides of the
street shall be aligned in order to minimize adverse effects
on through traffic and to optimize efficiencies of the
driveway. Driveways directly opposite each other shall be
given preference over staggered driveways. Where it is not
possible to place driveways directly opposite each other, a
driveway shall be placed so that adequate left turn storage
capacity is provided in advance of each driveway in order to
avoid the overlap of left turn movements.

10/22/2009, ©
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FIGURE 40-14 LOW VIOLUME DRIVEWAY CRITERIA
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FIGURE 40-15 HIGH VOLUME DRIVEWAY CRITERIA
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The developer shall construct high volume driveway
approaches so as not to interfere with pedestrian
crosswalks.

The developer shall construct high volume driveways a
minimum of three feet from any obstruction such as a street
light or utility pole, fire hydrant, traffic signal controller,

10/22/2008,
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telephone junction box, etc.

The developer shall construct high volume driveways to
conform to the criteria shown in Figure 40-15.

When the owner or owners of two adjacent lots agree to
permanently combine access points, the city shall grant an
incentive bonus. The total lot width normally required will be
reduced by 15 percent for each lot. In addition, where the
agreement also includes a permanent mutual parking
agreement, the required number of parking spaces may be
reduced by 15 percent for each development.

The maximum number of driveways per lot, based on the
street classification and lot width shall be as shown in Table
40-14.

Driveways located on streets and highways controlled by the
State of Texas shall be permitted from the Texas
Department of Transportation (TxDOT).

Driveway spacing for high volume driveways. The developer
shall design and construct high volume driveways according
to the spacing standards shown in Figure 40-15.

TABLE 40-14

MINIMUM HIGH VOLUME DRIVEWAYS PER LOT

Street Type Lot Width Driveways Permitted

L.ocal Less than 100 feet 1

101--200 feet 2

Over 200 feet 1per additional 100 feet
Collector Less than 100 feet 1

100--250 feet 2

Over 250 feet 1per additional 200 feet
Arterial Less than 100 feet 1

100--300 feet 2

Over 300 feet 1 per additional 300 feet

| Page 14 0f 19 10/22/2008
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TABLE 40-14

MINIMUM DRIVEWAY CURB RETURN RADIUS

Street Classification Low Volume Driveway High Volume Driveway

(feet) (feet)
Local 5 10
Collector* 5 10
Arterial* 10 20

* High Volumes of truck or bus traffic may require a larger radius

(3) Driveway design. Driveway design will depend on the land use, the
volume, the character of both through traffic and driveway traffic
and the speed of traffic on the through street. Dependent upon
these factors, the critical design elements include radii of curb
returns, driveway throat width and the angle between the driveway
centerline and the edge of the roadway.

a.

| Page 150f19

The developer shall design driveway entrances to be able to
accommodate all vehicle types having occasion to enter the
lot, including delivery vehicles.

The developer shall design driveways with curb return radii
according to the type of driveway and the classification of the
street as provided in Table 40-14.

Tapered or channelized deceleration lanes for vehicles
turning right into high volume or intersection type driveways
may be required on arterial streets. Where such lanes are
necessary, additional right-of-way may also be required.

The use of one-way driveways, supported by an appropriate
internal circulation system, is encouraged so that entrances
and exits can be separate driveways. This will promote
smoother traffic flow into and out of the driveways and
reduce traffic congestion in through lanes on the street.

In some cases, where necessary for the safe and efficient
movement of traffic, the city may require that special design
techniqgues be employed to restrict or limit turning
movements into or out of a driveway before the driveway can
be approved. Such restrictions do not affect the number and
location of access points as specified elsewhere. Figure 40-
16 provides approved minimum design criteria for limited
movement driveways. Deceleration lanes may also be
required to be incorporated into the design.
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Driveway design standards for sites that include fuel pumps
parallel to the adjacent street are necessary due to the
special access needs that characterize such developments.
The developer shall design sites for fuel pumps according to
the following standards:

1. The minimum corner clearance shall be a distance of
35 feet measured from the point of intersecting right-
of-way lines to the point of tangency of the curb return
radii leading to the driveway approach. The point of
tangency of the curbline corner radius and that of the
curb return radius of the driveway approach shall not
be compounded.

2. The minimum spacing between driveway approaches
within the same property lines shall be 25 feet of
tangent curb length.

3. A minimum distance between the fuel pump, istand
and the right-of-way or property line shall be 25 feet.

The developer shall design driveways so as not to interfere
with, block, hinder or impede the flow of traffic on a public
street. Where it is determined that a proposed driveway will
block, hinder or impede the flow of traffic, the developer shall
provide alternative means of ingress and egress to the lot or
iots such that the negative effects of the proposed driveway
are eliminated.

Restrictions. Access to public streets will not be provided where the
conditions described in this section restrict or compromise the
safety and efficiency of the access.

a.

Backing maneuvers. Access points shall not be approved for
parking or loading areas that require backing maneuvers in a
public street right-of-way except for single-family residential
uses on local streets.

Sight distance requirements. The minimum sight distance
shall be provided at all access points as shown in Figure 40-
17.

Signalized intersections. Access drives within the area of
intersection of public streets where traffic signals are
installed, or are anticipated to be installed in the future, will
not be permitted.

Provision of access. If a lot has frontage on more than one
street, access will be permitted only on those street
frontages where standards can be met. If a lot cannot be
served by any access point meeting these standards, access
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points shall be designated by the city based on traffic safety,
operational needs and conformance to as much of the
requirements of these guidelines as possible.

e. Driveway approaches. Driveway approaches shall not be
constructed or used for the standing or parking of vehicles.

(5)  Abandoned driveway approaches. Whenever the use of any
driveway approach is abandoned and not used for ingress and/or
egress to the property abutting, for a continuous period greater than
12 months, it shall be the duty of the property owner of such
abutting property to restore the curb according to the city's
specifications.
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Figure 40-16 Des

o Criterio for Limited Movement Driveway
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City Council
City of Palestine, Texas
Agenda Action Form

AGENDA DATE: | October 26,2009 | AGENDA ITEM | D-1

AGENDA A public hearing for a zoning change from RE, residential estate to C-4, highway commercial and

SUBJECT: R-1, single family detached low density district on properties located on U.S. Highway 287 South,
between Renner Road and County Road 145 on both sides of the highway and fronting County
Road 145.

PREPARED Jeffrey Lyons Date Submitted: October 21, 2009

BY:

EXHIBITS: [ Zoning/location map/ Planning and Zoning Commission final report

BUDGETARY IMPACT: Required Expenditure: $00.00

Amount Budgeted: $00.00
Appropriation Required: i $00.00

CITY MANAGER APPROVAL: z

SUMMARY:

The subject properties are located on U.S. Highway 287, south of Renner Road and north of County Road 145. These
properties were annexed into the city limits of Palestine in December of 2007 and temporarily zoned RE, residential
estate until permanent zoning is established by the City Councit.

Staff is proposing to rezone the subject properties from the RE zoning district to the C-4, highway commercial district
and the R-1, single family detached, low density. district. The properties proposed to be zoned to the C-4 district
include Advantage Self Storage, CJ Enterprises aerobic and septic system installation, Crockett Road Mini-Storage,
Henderson Electric (electrical contractor), Neches Plumbing, Ranger Air and Heat (a/c contractor), three residences
(one is currently being used as a hair salon). Self storage units and hair salons are permitted uses in the C-4 district and
contractor’s office and storage yard require a specific use permit in the C-4 district. Staff feels that the C-4, highway
commercial district is an appropriate zone for the properties facing the highway and supports the current land uses.

The properties proposed to be rezoned to the R-1, single family detached low density district includes four tracts of land
with access to County Road 145. There are two residential structures located ontwo of the tracts and the remaining are
vacant. Staff feels that the R-1 district is an appropriate zone for those lots due to their land use, location and access to
the county road.

On the October 1, 2009 Planning and Zoning Commission- meeting, the Commission adopted a final report
recommending a zoning change from RE, residential estate to C-4, highway commercial and R-1, single family
detached low density district on properties located on U.S. Highway 287 South, between Renner Road and County
Road 145 on both sides of the highway and fronting County Road 145, as described in “Exhibit A”.

RECOMMENDED ACTION:

No action required.




CITY OF PALESTINE
PLANNING AND ZONING COMMISSION CORRESPONDENCE

TO: CITY COUNCIL
FROM: PLANNING AND ZONING COMMISSION

SUBJECT: FINAL REPORT: A ZONING CHANGE FROM RE, RESIDENTIAL ESTATE TO C-
4, HIGHWAY COMMERCIAL AND R-1, SINGLE FAMILY DETACHED LOW
DENSITY DISTRICT ON PROPERTIES GENERALLY LOCATED ON U.S.
HIGHWAY 287 SOUTH, JUST NORTH OF RENNER ROAD TO COUNTY ROAD
145 AND ALONG THE NORTH SIDE OF COUNTY ROAD 145.

DATE: OCTOBER 1, 2009

This report constitutes the final recommendation of the Planning and Zoning Commission regarding a
zoning change request from RE, Residential Estate to C-4, highway commercial and R-1, single family
detached low density district on properties generally located on U.S. highway 287 South, just north of
Renner road to County Road 145 and along the north side of County Road 145.

Background

The subject properties proposed for rezoning were annexed into the city limits of Palestine in December
of 2007 and temporarily zoned RE, residential estate until permanent zoning is established by the City
Council.

Staff is proposing to rezone the subject properties from the RE zoning district to the C-4, highway
commercial district and the R-1, single family detached, low density district. The properties proposed to be
zoned to the C-4 district include Advantage Self Storage, CJ Enterprises aerobic and septic system
installation, Crockett Road Mini-Storage, Henderson Electric (electrical contractor), Neches Plumbing,
Ranger Air and Heat (a/c contractor), three residences (one is currently being used as a hair salon). Self
storage units and hair salons are permitted uses in the C-4 district and contractor’s office and storage yard
require a specific use permit in the C-4 district. Staff feels that the C-4, highway commercial district is an
appropriate zone for the properties facing the highway and supports the current land uses.

The properties proposed to be rezoned to the R-1, single family detached low density district includes four
tracts of land with access to County Road 145. There are two residential structures located on two of the
tracts and the remaining are vacant. Staff feels that the R-1 district is an appropriate zone for those lots due
to their land use, location and access to the county road.

Final Recommendation

At the October 1, 2009 Planning and Zoning Commission meeting, the Commission heard a presentation
from City Staff regarding the zoning change request. After a lengthy discussion, the Commission
recommended to change the zoning from RE, Residential Estate to C-4, highway commercial and R-1,
single family detached low density district on properties generally located on U.S. highway 287 South, just
north of Renner road to County Road 145 and along the north side of County Road 145 as described in
“Exhibit A”.






